
B400

The Tannoy B400 is a horn loaded subwoofer with very high output capacity

designed to provide maximum low frequency impact in conjunction with Tannoy

Dual Concentricª loudspeakers.

Characterised by a tight, "punchy" sound, the B400 adds depth and dramatic

impact to a wide variety of applications. This powerful loudspeaker is capable of

delivering remarkable sound pressure levels with extremely low levels of

distortion and power compression whilst maintaining a uniform frequency

response throughout its dynamic range. This makes the B400 capable of

consistent intelligibility and tonal quality at any listening level. Its compact size

enables placement in permanent or portable applications without being obtrusive.

The rugged cabinet construction utilises 18mm multiple ply hardwood and

features carrying handles, MAN flying points and a top-mounted stand socket that

serves as a base for locating the main full range or mid/high speakers in the air. 

The B400 is designed primarily to be used in conjunction with a Tannoy electronic

controller which provides specific crossover and limiter functions.

APPLICATIONS

❚ Theatre front-of house and 
effects

❚ Movie theatre/cinema
❚ Prestige cabaret and club 

reinforcement
❚ Religious facilities
❚ Nightclub sub-bass
❚ Sports and multi-use 

stadia
❚ High profile audio visual
❚ Total experience and 

leisure venues
❚ Industrial simulators

FEATURES

❚ Compact, versatile 
enclosure with exceptional
dynamics and sound 
quality

❚ High power handling
❚ High efficiency and 

low distortion
❚ Rugged birch plywood 

construction
❚ Convenient aspect ratio
❚ Integral flying points
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B400
TECHNICAL SPECIFICATIONS

Frequency Response (1) ± 3dB 60Hz–300Hz 

Recommended Amplifier Power 400–900 watt/8 Ω

Low Frequency Limit -10dB @ 45 Hz

Power Handling (2) Average: 400 watt
Programme: 800 watt
Peak (10ms): 1600 watt

Sensitivity (1) 2.83v @ 1m 101 dB (anechoic)
104 dB (half space)

Crossover Point Active: Recommended Points
70 - 240 Hz, 24dB/octave,
Linkwitz - Reiley (dependent on application) 

Maximum SPL (3) @ 1m Average: 126dB 
Peak: 132dB 

Nominal Impedance 8 Ω

Driver Complement 1  x 15" (381mm) LF Driver

Enclosure 18mm multi-ply birch plywood

Finish Textured black/Grey

Protective Grille Perforated steel, black with 50% free airflow

Connectors Speakon NL4MPR, in/out

Fittings 2 x recessed carrying handle
1 x 35mm pole mounting socket
2 x MAN blanking plates
2 x rear kelping brackets

Dimensions (HxWxD) 570mm x 555mm x 650mm 
(22.4” x 21.85” x 25.6”)

Weight 40kg (88lbs)

A Member of the TGI plc Group of Companies
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e-mail: prosales@tannoy.com  Internet site: http://www.tannoy.com

TGI North America, 300 Gage Avenue, Unit One, Kitchener, Ontario, N2M 2C8, Canada 
Tel: (519) 745 1158  Fax: (519) 745 2364

Tannoy Nederland b.v., Anthonetta Kuijlstraat 19, 3066 GS Rotterdam
Tel: (010) 2860554  Fax: (010) 2860431

(1) Average over stated bandwidth. Measured at 1m
on axis in an anechoic chamber
(2) Long term power handling capacity as defined in
EIA standard RS-426A
(3) Unweighted pink noise input, measured at 1m

Tannoy operates a policy of continuous research and
development. The introduction of new materials or
manufacturing methods will always equal or exceed
the published specifications, which Tannoy reserves
the right to alter without prior notice. Please verify
the latest specifications when dealing with critical
applications
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